


Hardware Specifications

Power Requirements

Resolution

Current I/P

Isolation

12bit

+/-20mA

3000V

Power Consumption 1.3 watts

Retriever Series
Industrial Serial Converter Solutions

Analog I/P Channel 8 diff

Sampling Rate 75 Hz

Voltage I/P +/- 150mV, +/- 500mV, +/-1V, +/-5V, +/-10V

Power I/P Unregulated +10 to +30VDC with protection from power reversals

Serial Interface

Physical

Accessories NYLON DIN-rail Mounting Adapter SECC Panel Mounting Bracket

Case ABS with captive mounting hardware
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Weight 0.4 kg

Dimension 70 (W) x 100 (H)  x 20 (D) mm 

Dual Watchdog Timer Yes



Retriever Series
Industrial Serial Converter Solutions

Technology Specifications

Regulatory Approvals

EMI FCC Class A

EMS EN6100-4-2,  EN6100-4-3,  EN-6100-4-4,  EN6100-4-5,  EN6100-4-6,  EN61000-4-11

Environmental

MTBF

WEEE, RoHS

450,000 hrs based on Mil-Hdbk-217F, GB

Warranty 5 years

8 diff A/I channels with Analog I/O ModuleRUM-9017F

Ordering Information

Environmental

Storage Temperature

Operating Humidity

Operating Temperature

-40 to 80     

5%~95% RH (Non-condensing)

C

 -25 to 75 C

Safety CE/EN60950

Shock IEC60068-2-27

Vibration IEC60068-2-6 

Free Fall IEC60068-2-32
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